
As rugged as the outdoors...  
for dependable comfort every day.

GM90 SERIES 
90% AFUE Natural or Propane

Gas-Fired Condensing Water Boiler

 • High Efficiency Cast Aluminum Heat Exchanger   
    with low pressure drop 

• Hot Surface Ignition (HSI) Boiler Control 

• Fuel Smart Hydrostat Control: 3 functions in 1 Control

 - Temperature Limit Control with easy dial settings   
   and function indicator lights.

 - Low Water Cut-Off (LWCO), protects the boiler from   
   damaging low water conditions. 

 - Boiler Reset, lowers the boiler temperature to save fuel without  
   sacrificing comfort. Set-up is quick with no need to install an  
   outdoor sensor, just dial in the number of heating zones 

• Small compact design is ideal for low clearance/  
   limited space installations 

• Stainless Steel Premix Burner for corrosion resistance 

• Sealed Combustion - approved for Polypropylene venting 

• Induced Draft Blower with adjustable exhaust   
   (front, right side or rear) 

• Easy to Install & Service: 

 - Choice of multiple supply and return locations   
   (top, side or combination) 

 - Leveling Legs 

 - Junction Box provided 

 - Removable control panel for quick access 

 - Low profile condensate trap provides easy plumbing   
   of condensate drain lines 

• Limited 15 Year Warranty MADE IN THE USA
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